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S®G01 Overview

Audio/Video RS485 Streaming
Input

¥

Microphone

-

Game Console

Control

-
] ]

Smart phone/Tablet

:  J
ﬁ — .
e
>

A Control Local server PC/Laptop
or NAS

E Recording User Input Intemet, pp .
. | . Remote server/
PC/Laptop — e Web portal
USBHD
J
ltem Description
R Video
A 1x BNC foBG/ HD/ SDBSDI
Input A 1x HDMI1x DV for DVID/HDMI and DVA/ VGA
Interfaces A 3xBNC for YPbPr/CVBS/®leo
Audio

A 1xStereo audio through
E  1xRCA for Analog L/R audio
E  SDIHDMI/DVI-D embedded audio
E  1x3.5 mm phone jack

H.264/AVC , Main /High Profile

. s Configurable bit rate up to 10Mbps

Video Supported input /output resolutions

Feature A 1080@50p / 60p (1080p25 / 30p output)
A 1080@50i / 59.94i / 60i

A 720p@50p 59.94p / 60p

A 576@50p480@59.94p

A 576@50480@59.94i

Audio AAGLC
Configurable bit ratange from 32Kbp882Kops

Feature . Sample rate : 48KHz, 16bit
Network . 1x RJ45 for 10/100Mbps Ethernet
. DHCP client
Feature
Supported Stream| . TS over TCP/UD@nicast & multicast)
, RTSP over HTTP/TCP/UDP (RE&®entary Stream)
Protocol . RTMP(Local & Publish)
. HLS
Misc. . R$485
, 1x USB 2.0 Host for USB storage
Features , Web Ul for system configuration
. Firmware upgradable
, LED indicator
, Auto Signal Detection
Record Format | . ~ MP4

TS
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Power Supply | DC 12V (With DV Adapter)

1.IP Finder

a. Make sure your computeiSiBflare in theame Local Area
Network(Make sureS@01is connected to a Router not a Hub}!

b. Execut&®&01IPFinder.exe .

&) 5C600 IPFinder 150324

i. If the network is

available, local IP
Address shows (Pic
1.).

(Pic 1.)

B ii. Ifthe network is
NOT available, shows
on (Pic 2.)

|

u_“" ' (Pic 2.
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c.Click o0Scano
i. In scanning

e SC600 IPFinder 150324

IP Address: 10.10.80.250 MAC Address:00-04-00-00-02-BE
IP Address: 10.10.80.178 MAC Address:02-06-00-00-00-04
IP Address: 10.10.80.120 MAC Address:00-04-00-00-03-01

IP Address: 10.10.80.174 MAC Address:00-04-00-00-02-BD

10.10.80.46 - |

Scan

Scanning 2 seconds ... 32%

(Pic 3.)
ii. Scan completed.
12 SC600 IPFinder 150324 S|
| |
IP Address: 10.10.80.178 MAC Address:02-06-00-00-00-04
IP Address: 10.10.80.250 MAC Address:00-04-00-00-02-BE
IP Address: 10.10.80.120 MAC Address:00-04-00-00-03-01
IP Address: 10.10.80.174 MAC Address:00-04-00-00-02-BD
10.10.80.46  ~|
Scan
|Found 4 sce00
=
(Pic 4.)

S@&O01ldefault IP Addsasode is dynami®B{CP, you can set as static IP Address on
Web Server.

(TipsUser can doeltlick the column o&tRIress or MAC address, and the home page of stream server will be pop out on the

default servgr.
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2.Responsive Botstrap

SC601

<« C' []10.10.80.165

Click here to show the menu bar.

1.IP Finder 2.Login 3.Network

SC601 default IP User Need username Before using stream
Address mode is and password to login server, Network setup
DHCP. User can set Web Server. IS necessarily

static IP Address on

Web Server.

5.record 6.Update  7.Account

User can record Easy firmware update Change the default
streams by any USB Browse a patch file username and
storage. Simple clickto and password by simple
start record restart SC601 setting

SC601

€« C' []10.10.80.165

SC601

HOME

Live

Record

Status

Setting

RS485

£nglish v

Stream Server Connection Guide

4.stream

To enable three type of
stream servers. RTSP
RTMP. HLS

8.Responsive

Menu bar will be
changed if the screen
resolution is changed

English v

Stream Server Connection Guide
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If the screen
resolution oféh
browser isshan
1024x768the

menu bar would be
automaticallyice

to anicon in the
upper of the right
corner.

(Pic 5.)

User can click the
button to show the
full menu bar.
in the upper of the
right corner .

(Pic 6.)

6
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3.Login S@0IWeb Server

-
Windows Security ﬂ

The server 192.168.42.217 at SC601 Login requires a username and
password.

Warning: This server is requesting that your username and password be
sent in an insecure manner (basic authentication without a secure
connection).

| User name I

| Password |

"] Remember my credentials

[ OK l [ Cancel

(Pic 7.)
Before login to &@web server, user has to input Username and Password.
Usernameadmin Password:000000.
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4.Network Setup

€« C' ' [] 10.10.80.165/cgi-bin/liveset.cgi

English v

Live Stream Setup

Network Setup

Dynamic IP Addressing (DHCP)

«Enable . Disable

Static IP Address : 192.168.1.20
Subnet Mask : 255.955.255.0
Default Gateway : 192 168.1.1
Primary DNS : 192.168.1.1
Secondary DNS :

Remind

Please change the IP address in browser, after
network configuration changed!

CICIED

Firmware Undate
(Pic 8.)
LoginWeb Server and sBkttingA Network Setup asabove
There are two IP Address mbgieamic (DHCP)andStatic (fixed).

The button can save the network configuration.

L Click the button to show the configuration chremegeidtglbut will not be saved.

Clear all values of current.input
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L Dynamic IP Addressing (OMCP)

Enatte  Conubon

= j -
Ve £ hddeee ,. N u
Tt Vase - x 8020 b
Datwst Gatwamy AT AEREERENN DTEREASSAN - IR

Prwnary Duy

Setting F

Vocnduy CY

J Neotwork Setup

Firmware Update
Account Setup

Restore Default

(Pic 9.)
After EnaligDHCP, please use IP Finder to get the dynamic #iRdalgireagain.

- c 1 2 v =
ANET SEETEEEN . NOSREIAAl . IRRAR

Dynamie IP Addressing (DHCP)

Enabie '_S,[U‘Sat'l'f’ '.'\-‘ — i —
To— . x 'S v 32
Stasc 1P Address

ANET ARETEAEE); EUSAEIANAN . SR AR

Subnet Mash
Detautt Gatoway
Primary ONS |
Secondary ONS l
r
Roming | Alert
“~sccair 3 ” ' '
qu {gesvsssssnsancy 0
B
.............. ~—
Network Setup
Login Again
Firmware Update
|
| Account Setup
|
Restore Default
|

(Pic 10.)

After DHCP Disable, please clitduttuexd oginAgainro t o | ogi n agai n.

JMC Systems Engineering AB  www.jmc.se +46-8-82 82 70 9


http://www.jmc.se/

JMG

Systems Engineering

5.Stream Server

General setting

Stream Server Selecton

Input Scurce Selection

Stream Server Selection Ercoder Satup )

o
e Cnaome
Video Tuning Input Source Selection p—
Drgftrass  cmm— b— e
[ —
(=1 )
-
Video Tuning o e
Y — =

(Pic 11.)

1. Select source firstb(, DVI,DVI_A,CVBSSVideo,YPbPrSDI)

2. Then select server and apply setting. RRVERLS RTMP_PublisRTSP_ES
and RawDP

3. Presthebutton of ([EEnd.oading

4. TheRTSRJRLwill be showed.

(TipsHLS can only be streamed on the devices proidacatdy Apple co.(EX: ipad , iph)ne)

to initial the stawesSifeam Sefup

(Tips: Press button e
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RTSP

SC601 HOME Live Record Status Setting RS485

[rtsp://10.10.80.89:8000/live

1.

0w NP

Play.

£ VLC media player [folE ==
Media | Playback Audio Video Subtitle Tools View Help

[¥] OpenfFile.. Ctrl+0
[¥] Open Multiple Files... Ctrl+Shift+0
3 OpenFolder... Ctrl+F
5) Open Disc... Ctr+D
[P Open Network Stream... Ctr+N
B Op
Opd &+ Open Media [ ® @
Op: = 5 (1] 7
| [¥ Fils [ ©)Diss | “m Network Capture Device
Savq | )
Network Protacol
Co
Please enter a network URL:
Stre
| rtmp:#10.10.80.89:8000¢es| | v

Show more options

‘ Play v‘ Cancel ‘

(Pic 12.)

After the server of RTSP has started, user tteaRg&Rddress fir@Ric 12
Open VL@nedia playand follow the instruction.
Copy th& TSRJRLto the column.
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RTSP_ES

SC601 HOME Live Record Status Setting RS485

. & VLC media player ‘EHE‘@
77777 nL Playback Audio Video Subtitle Tools View Help
[¥] OpenfFile... Ctrl+0
|rtsp://10‘10.80.89:8000/e5| [¥] Open Multiple Files... Ctrl+Shift+O

3 OpenFolder.. 2 Ctrl+F

Open Disc.. <Ctrl+D
1 = I%! Open Network Stream... Ctrl+N l

Open Capture Device Ctrl+C
Ope
o & Open Media
e [¥] File \ )Diss | " Network Captare Device
Com Wetwork Protacol

Please enter a netvork URL: 3 3

rtmp:##10.10.80.89:8000f =
! 2avn.avi

Show more options
Play |+ Cancel | |

1. After the server of RTEghas started, user can tfeRTSRddress fir@eic 121.)
2. Open VL@nedia playand follow the instruction.

3. Copy th& TSRJRLto the column.

4. Play.
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RTMP

« c 62 v B
LT AERUAREN): ETSAOIALAN- INXIAE

HOME Live Record Status Setting

RTMP Stream

SCE00 Web Sarver Is dynamic for any screen resolution

(Pic 13.)
1. The setting of RTMP{PKk$) the same asogener a

2. After stream server and source are running, go to the livatg#ge RITMP streaming.

RTMP Publish

Stream Server Selection

l Input Source Selection

o
|
Video Tuning
“ Brightress sl e 1 —
R 2 RTMP Publish URL
Hue e——) J
Satiratcn  enm—— ' “ ) oy :
“ - |

(Pic 14.)
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1. If there is a RTMP PuliRh, theRTMP URkould be pasted into the correspond
column.
Apply setting.

3. Go to Your channel and whéchve streaming.

RTMP PublishAuthentication

Stream Server Selection Encoder Setup
€ | RTVP_Pubiish v Scale Down No M
H.264 Encode Malin:3: X
Input Source Selection Andio Stareo Sieico v
= z — Stereo Bitrate (Kbps) 384K ¥
ap oo . Video Bitrate(Server ON) 3000(Kbps) b
Video Rate Mode VBR X
Video Tunmg Analog Audio System EBU X
Brightness cns——f) 128
Contrast  enmm—g 128 RTMP Publish URL
Hue =] 128
Saturation — co—— ) 128 RTMP Username
Volume Tuning RTMP Password
Volume ® 100%
(Pic 15.)

RTMPauthenticatiogonlyvalid on publishingdiobe Flash Media Serves

Wowza ServerUser can set multiple sets of account information Elagkdbleglia Server
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HLS

iPad & ¢ T45:26 44% W14

% M 10.10.80.88 el [N & +

10.10.80.88/live.m3u8

(Pic 16)
For Apple devices, such as iPad or iPhda@&0dgiebServer by Safari browser.

(Tips: S601supporlive streaming to the internethiawza SerwgrAdobe FMEUstreamysTwhicks andiyoutube The

way of obtain steaming kelyecound on the related wéehsite.
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Raw UDP

SC601 HOME

Live Stream Setup

Stream Server Selection Encoder Setup
< Fovur M @ Scale Down o ™
H.264 Encode Main 3.1 ™
Input Source Selection I Siireo &
Stereo Bitrate (Kbps 384K vl
ol M g e
i S Video Bitrate(Server ON)  2000(Kbps) ]
Video Rate Mode VBR 4
Video Tunin
9 Analog Audio System EBU M
Remind!!

Raw UDP stream

No available for SDI.

IP Address 225.0.01

Port 1231

= -7

3. |udp://@225.0.0.1:1234

(Pic 161.)
1. Enter the IP address (inathge of 224.0.0.0 to 239.255.255 Y4itd Pomiumber
2. Click
3. OperVLC andbllow the instruction
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